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SIGN BLADE SIZE IS 9” FOR 40 MPH AND LESS, 12" FOR 45 MPH AND GREATER, ARE MADE OUT
OF .080" THICK ALUMINUM AND HAVE ROUNDED CORNERS.

BLADE LENGTH SHALL BE 24" MIN. OR AS NECESSARY TO FIT NAME AND LOGO.

BLADES SHALL BE SINGLE FACED AND FASTENED TOGETHER WITH STAINLESS STEEL BOLTS WITH
NYLON INSERT LOCK NUTS.

LETTER SIZE IS 6” UPPER CASE & 4.5” LOWER CASE FOR STREET NAME ON 9” BLADES, 8” UPPER
CASE & 6” LOWER CASE FOR STREET NAME ON 12" BLADES, 3" UPPER CASE & 2.5” LOWER CASE
FOR SUFFIX ON 9" & 12" BLADES. NO OUTLET ALL UPPER CASE.

THE FONT TO USE FOR LETTERING IS SERIES B.

WHITE DIAMOND GRADE SHEETING, MNDOT GREEN BACKGROUND FOR PUBLIC STREETS MNDOT BLUE
BACKGROUND FOR PRIVATE STREETS, EC FILM OVERLAY WITH LOGO AND NO BORDER.

THE CITY LOGO WILL PRECEDE THE STREET NAME ON BLADE.

STREET NAMES SHALL BE SPELLED COMPLETELY EXCEPT FOR SUFFIXES.

SIGN BRACKETS SHALL BE LYLE SIGNS NO. E450 OR E650 FOR NO OUTLET.

SIGN POST SHALL BE 2 3/8" 0.D. X 12" LONG GALVANIZED ROUND TUBE AND INSTALLED WITH
BREAKAWAY SLEEVE IN CONCRETE.

A SIGN PLAN SHOWING SIGN COLORS, SIZES AND LETTERING MUST BE SUBMITTED TO THE CITY
FOR REVIEW AND APPROVAL.

SEE CITY SPECIFICATIONS FOR MORE DETAILS ON MATERIALS AND LAYOUT.

PERMANENT SIGNS SHALL BE PLACED SUCH THAT OBSTACLES DO NOT BLOCK THEM FROM BEING
VIEWED BY APPROACHING ROAD USERS, OBSTACLES MAY INCLUDE, BUT ARE NOT LIMITED TO,
LIGHT POLES, TREES, SIGNS, AND BUILDINGS.
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